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Drying Time 

 
Touch dry in 4-6 hours 
Recoatable after 16 hours 
under normal conditions 
(20°C 50% RH). 
 

Cleaning 
 
Clean application 
equipment or spills with 
white spirit or Blackfriar 
Brush Cleaner 
 

Limitations 
 
Must be applied to new or 
bare wood or wood that 
has been previously 
woodstained. 
Clear Woodstain: A 
minimum of 3 coats are 
recommended. Will need 
regular maintenance. 
Inspect annually.  
 

 
Environmental Info. 

 
Harmful to aquatic 
organisms, may cause 
long-term adverse effects 
in the aquatic 
environment. 
Flammable 
 

Paint Product 
UN No. 1263. 

Product Product 
InformationInformation       
        

Description 
A traditional exterior 
translucent woodstain in a 
range of wood colours.   

 
Usage/purpose 

All exterior timber, hard or 
softwoods, rough or smooth 
(ideal for joinery, cladding, 
fences, sheds, etc.). 
Transforms bare wood to a 
Woodshade of your choice. 

 
Characteristics 

 
A high build structured 
woodstain that stains, 
protects and finishes all in 
one. 

 
Finish 

Satin sheen finish. 
 

Colour(s) 
Golden Teak, Nut Brown, 
Red Mahogany, Ebony, 
Chestnut, Brown Mahogany, 
Opaque White & Clear. 
 

 Packaging 
 

250ml, 500ml, 1litre, 2.5litre. 
Larger sizes may be available 
on request dependant on 
volume required. 
Disclaimer; 
The information contained 
herein is to the best of our 
knowledge true and accurate 
and is given in good faith but 
without warranty.  It is our 
recommendation that a trial area 
is first coated to ensure the 
product is satisfactory to 
individual requirements. 
 

Technical Spec 
 

Composition 
 
A blend of lightfast pigments in 
long oil alkyd and polyamide resins 
in low aromatic white spirits. 

 
VOC 

 
EU limit value for this product 
(cat A/e): 400 g/l (2010). This 
product contains max 400 g/l VOC 
 

Performance 
 
Colours give excellent durability. 
Does not blister or flake. A 
microporous coating. 
 

Surface Preparation 
 
Ensure the substrate to be coated is 
sound and free from any surface 
contaminant likely to give adhesion 
problems (e.g. wax, grease, polish 
etc). Wipe down surface with 
White spirit to remove wood oils. 
Allow to dry fully. 
 
 

Application 
Method 

 
Brush.  
Three coats recommended on new 
wood. 
 

Recommended Spreading  
Rate 

 
13m²/ltr 

 
For Technical Enquiries, 
Material Safety Datasheets 
Telephone Sales on 0191 4106611 

Tor Coatings Ltd. 
Portobello Industrial Est, 
Birtley 
Chester-le Street 
County Durham  
DH3 2RE 

 


