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BLACKFRIAR	
  PROFESSIONAL	
  ACID	
  ETCH	
  
Blackfriar	
   Professional	
   Acid	
   Etch	
   removes	
   residual	
   laitance	
   from	
   new	
   concrete.	
   To	
   be	
   used	
   to	
   prepare	
   very	
   smooth	
  
surfaces	
  and	
  power	
  floated	
  concrete	
  when	
  mechanical	
  abrading	
  is	
  not	
  possible.	
  
PREPARATION	
  
Sweep	
  the	
  area	
  to	
  remove	
  debris.	
  Excess	
  dirt,	
  oil	
  or	
  grease	
  should	
  be	
  scrapped	
  off	
  or	
  removed.	
  Blackfriar	
  Professional	
  
Degreaser	
  &	
  Cleaner	
  may	
  be	
  necessary.	
  
APPLICATION	
  
Apply	
  liberally	
  by	
  brush,	
  mop,	
  broom	
  or	
  squeegee.	
  Leave	
  for	
  2-­‐3	
  minutes.	
  Repeat	
  until	
  no	
  further	
  effervescence.	
  Rinse	
  
floor	
  with	
  copious	
  amounts	
  of	
  clean	
  water,	
  remove	
  excess	
  and	
  allow	
  to	
  dry.	
  Hot	
  air	
  fans	
  may	
  be	
  required	
  particularly	
  in	
  
cold	
  weather.	
  
COVERAGE	
  RATE	
  
Up	
  to	
  7m2/Litre	
  
DRYING	
  TIME	
  
2-­‐3	
  days	
  drying	
  will	
  be	
  required.	
  Hot	
  air	
  fans	
  may	
  be	
  needed	
  particularly	
  in	
  cold	
  weather.	
  Ensure	
  good	
  ventilation.	
  
PACK	
  SIZES	
  
5L	
  
CLEAN	
  UP	
  
Clean	
  water.	
  
DISCLAIMER	
  
The	
   information	
   contained	
   herein	
   is	
   to	
   the	
   best	
   of	
   our	
   knowledge	
   true	
   and	
   accurate	
   and	
   is	
   given	
   in	
   good	
   faith	
   but	
  
without	
  warranty.	
   	
   It	
   is	
   our	
   recommendation	
   that	
   a	
   trial	
   area	
   is	
   first	
   coated	
   to	
   ensure	
   the	
   product	
   is	
   satisfactory	
   to	
  
individual	
  requirements.	
  
Tor	
  Coatings	
  Ltd,	
  Portobello	
  Industrial	
  Estate,	
  Birtley,	
  Chester-­‐le-­‐Street,	
  County	
  Durham,	
  DH3	
  2RE.	
  
For	
  Technical	
  Enquiries	
  or	
  Material	
  Safety	
  Data	
  Sheets.	
  Contact	
  sales	
  on	
  0191	
  410	
  6611.	
  
	
  


